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PRELIMINARY INVESTIGATION OF A SUPERSONIC SCOQOP INLET
DERIVED FROM A CONICAL-SPIKE NOSE INLET

By Charles E. Wittliff and Robert W. Byrne
SUMMARY

A preliminary investigation has been conducted on & supersonic
scoop inlet derived from a conlicael-spike nose inlet at Mach numbers of
1.3, 1.6, and 1.9. Comparison of the pressure-recovery results of the
scoop inlet with results obtained for conlcal-gpike noge inlets shows
that the pressure recoverles were 1n general agreement for the Mach
number range extending from 1.3 to 1.9. Results of the investigation
show that removal of the boundary layer by means of a sweptback boundary-
layer suction slot ahead of the inlet was found to increase the pressure
recovery. 1t was also found that simple elevation (without suction) of
the scoop inlet above the surface on which it was mounted increased the
pressure recovery by roughly two-thirds of the increase obtained when
suction was applied to the same configuration. When the mass flow
through the suction slot was equal to 10 percent of the mass flow through
the inlet with a slot height of 0.058 cowling-lip dismeter, pressure
recoveries for Mach numbers of 1.3, 1.6, and 1.9 were 0.93, 0.9%, and
0.89, respectively, for the 25° half—cone scoop inlet. For thils condi-
tion, also, the pressure recovery was found to be approximately constant
with varying inlet mass flows.

INTRODUCTION

The need of placlng radar, armament, or other equipment in the nose
of supersonic interceptor alrcraft and the desire to eliminate long air
ducts, which would occupy & large volume in an already crowded fuselage,
have been the chief factors in considering scoop-type inlets. « Thus, the
need ariges for supersonic Inlets suitable for installation on the fuse-
lage. One such inlet has been tested at the Gas Dynamics Branch of the
Langley Aeronauticel Laboratory.
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The present inlet conslsts of a semlcircular cowling end a semicone
central body. It is similer to the inlet reported in reference 1
cut along a diametral plane. When an inlet is located on the fuse-
lage instead of in the nose of the airplane, the problem of boundary-
layer Influence arises. If low-energy boundary-layer &ir were taken
into the inlet; it has been shown in subsonic research that a large loss
in pressure recovery would occur. Therefore, provision for boundary-
layer removal by means of & sweptback suction slot was made on this
inlet. '

The purpose of the present research was to obtain a preliminary
determination of the pressure-recovery characteristics-of this scoop
inlet at various Mach numbers and to evaluate the influence of boundary-
layer removal on the pressure recovery. The test Reynolds number was
also varied over a small range to investigate its effect on the pressure
recovery. The model was designed so that the helght of the boundary-
layer suction slot could be varied, in eddition to varying the amount of
suction applied to the slot. The varlation of pressure recovery with
entering mass flow was also determined. -

SYMBOLS : - ' o
R. | Reynolds number
M Mach number : L -
Po stagnation pressure of free stream 8
Pe stagnation pressure after diffusion .
p density
v velocity
A sres. ) . e . L
r,0 polar coordinates o e St e
01 cowling-position parameter (angle between axis of diffuser

end line Joinlng apex of cone to lip of cowling)

Inside radius of cowling at location of rake__ LT

da dianmeter of cowling at lip : ) - . .- .

AT L w,
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h height of top of boundary-layer suction slot
) boundary-layer thickness for jL = 0.99
o]
8% boundary-layer displacement thickness
n,. ratio of mass flow through boundary-layer suction slot to

mass flow through inlet

m/my ratio of mass flow through inlet to mass flow in a free-
gtream tube having & cross-sectional area of nd2/8

ACh pressure-drag coefficlent of front face of upper lip of
boundary-layer slot ' ’

u/u0 ratio of local velocity to free-stream velocity

TEST EQUIPMENT AND METHODS

Test Conditions

The tests were made in an intermittent-blow-down Jet supplied wilith
low-humidity air from a large pressurized tenk. A sketch of the model
mounted in the test-section floor is_shown in figure 1. The test-section
dimensions were approximately 4 by h% inches. Three sets of wooden

nozzle blocks were used to produce the various test Mach numbers. A
total-pressure and static-pressure rake was used to calibrate the nozzles.
The pressure readings were recorded photographlcally from pressure gages
and U-tube mancmeters. The Reynolds number for the tests was varied by
changing the stagnation pressure. The tests at M = 1.3 were run at
Reynolds numbers, based on cowling-lip diameter, of approximately

2.5 x 105, 3.8 x 106, and 4.5 x 106, At M = 1.6, the Reynolds numbers
were 2.7 x 100, 4.0 x 106, and 5.7 x 105. At M = 1.9 the test Reynolds

numbers were 2.1.% 108, 3.6 x 106, and 5.1 x 106, All tests were made
at zero angle of attack, since the model was mounted.on the floor of -
the test section.

Models
The scoop-inlet models tested were two conlcal-splke nose inlets

cut along a dlametral plane, as shown in figure 2. One of the inlets
had a 25° half-angle conicel central body with a 79, 10° circular cowling.

e~
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The other inlet had a 30° half-angle conical central body with a 14°,
17° circular cowling. The angles designating the cowlings refer, res-
' pectively, to the inclination of the internal and external sides of the
cowling 1lip with the cowling center line. Both cowlings had a cowling-
1ip diameter of 1.60 inches. The cylindrical portion of the cowlings
had an outside diameter of 2.00 inches and an inside dismeter of

1.70 inches. Thus, the cowlings differed only in the vicinity of the
lip and were similar to those described in reference 2.

The area ratlios of the subsonic~diffuser sections of the inlets are .
shown in flgure 3. The ares ratio is referred tc the cowling-lip ares

2 .
(AO = E%-), and the distance 1s given in cowling-1lip dlameters from the

apex of the central body.

The models were of fixed geometry and the cowling-position param-
eter 6, was constant; 6; was equal to k2. 5° for the 25° cone inlet

and 48° for the 30° cone inlet. These values correqunded to the shock-
wave angles of both cones at a Mach number of 2.0. -Thus, when these
inlets were tested at M = 1.9, the shock waves were slightly ahead of
the lip of the cowling for the maximum mass-~-flow condition.

The bouﬁdary-layer suction slot on each model was swept back at an
angle equal to the cowling-position parsmeter ©3;. This value placed

the slot at, or behind, the conical shock wave for all test Mach numbers.
Because such a design was considered more suitable for practical eppli-
cation than an unswept leading-edge slot, only the sweptback configu-
ration was tested. Having the leading edge of the slot along or behind
the conical shock wave reduces the effect of the slot on the flow out-

side the boundary layer ahead of the inleft. It is theoretically possible
to design an unswept slot that would remove the correct amount of bound- . .
ary layer without creating a disturbance in the flow outside the boundary
layer; however, in actual practice, where varying boundary-layer mass
flows willl be encountered, this design would probably become extremely
difficult. These difficultles are alleviated by sweeping back the
leading edge of the suction slot. Furthermore, any disturbance created

by en unswept slot ahead of the conical shock wave will produce a greater

drag than s disturbance by a sweptback slot behind the conlcal shock

wave because the sweptback slot will, if designed similar to the slot
reported herein, hdve a subsonic leading edge. Even if the sweptback
suction slot is not designed to remove the entire boundary layer, it

will divert most of the portion not removed around the inlet.  Unpublished
results of an experimental comparison of the swept and unswept leading-
edge suction slots in combination with a similar inlet made by the Lewis
Laboratory later confirmed these considerations. A cross section of the

slot is shown in figure .,
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Measurements

The ?ressure recovery was measured by three radially placed total-
pressure rekes located spproximately h% cowling-1ip diameters from the

apex of the central body, as shown in figure 1. There were 11 total-
pressure tubes in the rskes. Three static-pressure orifices were also
located inside the cowling. A cross section of the inlet showing the
location of the total-pressure rakes and the statlc-pressure orifices

is given in figure 5. In reducing the pressure-recovery data, it was
assumed that: (1) the flow was symmetrical sbout the vertical plane;

(2) the static pressure was constant throughout the flow in the region
of the rakes; and (3) the total-pressure recoveries at each reke were
average values for the sector messured by the reke. The symmetry of

the model was the Jjustification for the first assumption. Readings
obtained from the three static-pressure orifices, locgted in the vicinity
of the rakes, showed that the statlic-pressure variastion was less than

3 percent. In the extreme case, thls error resulted in an error of about
5 percent in the value of the local mass flow used for weighting the
pressure recovery. Since this value of mass flow so obtained was used
only for weighting purposes, 1ts use is believed Justified.

The local-pressure recoveries were weighted with respect to mass
flow in order to obtain a mean-pressure recovery for the inlet. The
mean-pressure recovery was deflned as

U/ﬁ__. oV dA
h/ﬁp'V dA

For the actual calculations, the cross-section ares at the rakes was
divided into finite sectors as shown in figure 5. The mean-pressure

recovery becomes
T1
_ Z(f prVrdr)AGi
Eg _ 6 0 Po

r

Py z;(hgl

The mass flow through the inlet was measured with a calibrated thin-
plate orifice contalned in a plpe attached to the rear of the model.

pVr dr> N84

(1=1,2, 3, 4 5)
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Downstream of this orlfice was a throttle valve, which was used to

regulate the amount of mass flow through the inlet by increasing the
back pressure. Shadowgraphs were teken for all test conditions as a
check on the amount of throttling and on the mass-flow measurements.

The range of inlet mass flows for which pressure recoveries were
measured was limited by serodynamic considerstions. The maximum masgsg-
flow condltion was the flow condltlon obtained Jjust before the inlet
shock configuration changed as the mass flow was decreased. The minimum
mass flow was determined by the occurrence’ of aercdynamic instability
or, for the case of the M = 1.3 tests, until the drag, indicated by
the large forward movement of the shock wave as the méass flow was
decreased, was considered to be excessive. At Mach numbers of 1. 6 and
1.9 the normal shock wave ahead of the cowling 1llp moves upstream as the
meges flow is decreased., When the normal shock has moved & sufficlent_
distance upstream, aerodynsmic inetability or "buzz" results as described
in reference 3. For these Mach numbers the mass flow was decreased until
buzz occurred; then the mass flow was increased slightly until the flow
wag stable. : -

With this testing technique it was found that the pressure-~recovery’
values could be repeated to within 2 to 3 percent. This variation was
due to varlations in the amount the mass flow was increased to move
slightly away from the buzz condition. At Mach number 1.3, a detached
gshock wave exigts. Ag the mass flow 1s reduced, the shock moves upstream
wlth 1lttle change in pressure recovery. The upstream movement of the
shock wave is associated with an Iincreasing externsl drag; therefore,
pregsure-recovery measurements were made only over & small range of mass
flows. -

The boundary-layer suction-slot height was varied by elevating the
upper slot 1lip, central body, and cowling as a unit. For each setting
of the slot helght, tests were made with various amounts of suction.
A venturl meter heving a contraction ratio_ of 0.5609 was used to measure.
the mags flow through the boundary—layer‘slot Total-pressure and static—
pressure meagurements indicated that the maximum Mach number in the ven-
turl meter was 0.23; therefore, incompressible-flow éuations were used
in reducing these mass-flow data. With the inlet elevated above the -
test-section floor, two configurations without suction were tested:
(1) the boundsry-layer suction slot wes filled in flush with the test-
section floor; (2) the slot was open shead of.the inlet, but a valve
downstream of the venturl meter was closed.

Total-pressure measurements were made in the boundary layer

1/8 inch ahead of the inlet position with the model removed from the -

i
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Jet. All profiles had turbulent-boundary-layer characteristics. The
results of these meassurements are gilven below:

M R (g)£=o,99 8_«:
Yo
1.9 | 5.1 x 106 0.136 0.07h2
1.6 | 5.6 x 106 .139 .0712
1.3 4.4 x 106 097k .109
These measured values of (g)ﬂ_==o.99 correepond approximately to a

Uo
boundary lsyer of 2.5 inches total thickness shead of an inlet with an
18-inch cowling-1ip diameter at M = 1.9 and at the same Reynolds number.

Static-pressure measurements were made on the front face of the
upper lip of the boundary-layer suction slot in order to determine its
pressure drag at a Mach number of 1.9. These measurements were made
with the inlet in two elevated positions (h = 0.025d4, 0.058d). For these
two elevated positions the boundary-layer slot was closed flush with
the test-section floor. The pressure messurements were mede for the
minimum mass-flow condition since this condition tcorresponded to the
greatest drag.

RESULTS AND DISCUSSION

The values of the pressure recovery obtained for various helghts
of the boundary-layer slot h/d are shown in figures 6(a) and 6(b) for
the 25° and 30° cone configurations, respectively. The results presented
are for the case of no flow through the boundary-layer-bleed slot both
with the slot open and with the slot sealed off.flush with the surface
of the test section. The values of m./mo glven on the figure are

nominal values. The plus and minus values given are variastions from
these nominal values obtained in the tests made at the different

h/d values. It can be seen that the pressure recovery increases contin-
ually with increasing slot height for the range of slot heights over
which these tests were run. The highest h/d value was well below the
measured values of S/d which were given previously in the section on
Tests and Methods.

e ...
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Comparison of the results of the 25° and 30° cone configuretions
(fig. 6) shows essentially the same pressure-recovery results for the
range of values of h/d over which the models were tested. At a Mach
number of 1.9 there 1is a small increase in pressure recovery with
Reynolds number.” This increase is probably primsrily dve to variations
of boundary-layer thickness with Reynolds number. Since the changes in
pressure recovery with Reynolds number were of the same order as the
experimental error, no definite conclusions could be made as to the exact
nature of the Reynolds number effects 1n this preliminary investlgation.

In most cases there were only negligible differences in the pressure
recovery obtained with the boundary-lasyer-bleed slot open and with 1t
sealed off flush with the surface of the flat plate (fig. 6). .

The pressure drag of the front face of the upper lip of the bleed
slot was obtained at & Mach number of 1.9 for values of h/d equal to
0.058 and 0.025 by integrating the statlc pressures which were measured

on the front face of. the boundary-layer slot. The statlic pressures were

found to.be very close to calculated values of the static pressure behind
the conical shock. Drag coefficients based .on the inlet lip frontal area
were found to be at M = 1.9 as follows for ‘the condition of minimum
mass flow and the boundery-layer slot closed flush with the surface of
the test section: '

h/d ACp
0.058 0.028
025 - .011

The values of drag coefficient represent only the fore drag of
the projection of the boundary-layer suction slot. :

The results of the tests made with varying emounts of boundary-
layer suction at fixed values of h/d are shown for the two cone config-
urations in figures T(a) and 7(b). The values of h/d for which the
results are presented lie within the measured boundary-layer thickness.
It can be geen from figure 7 that most of the improvement in meximum
pressure recovery due to suction was obtained in the range of values of
m,. between O and 0.10 (mr 1s the ratio of mass flow through the suction

slot to the mass flow through the inlet). As would be expeéted from the

"results presented in figure 6, the differences in the boundary-lsyer-

suction results for the two cone configurations are small. Typical

shadowgraph pictures of the 25° cone configuration for the minimum mass- _

flow condition are shown in figure 8.
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Figures 9 and 10 present the variation of pressure recovery with
mass flow for the 25° cone configuration at h/d values of 0.058 and
0.034, respectively. The variations shown for the h/d value of 0.058
are simllar to those shown for the conical spike-nose inlet in that the
Pressure-recovery values vary little with mass flow. The results for
the lower value of h/d (0.034), however, show that the boundary layer
Passing over the top of suction slot had an apprecisble effect on the
variation of pressure recovery with mess flow. This effect was also
evident in the shadowgraphs which showed for 0.034 h/d that the conical
shock was not attached to the cone for low values of m; but stood
slightly ahead of the cone apex.

Figures 11(a) and 11(b) present a comparison of the results of the
scoop inlet for the condition of .% =0, myp =0 with the results

cbtained for the condition of -% = 0.058 and m, values of O and 0.10.

It can be seen that for this condition approximately two-thirds of the
over-all gain obtained by elevating the inlet and applying suction is
obtained by merely elevating the inlet.

Also shown in figure 11 is a comparison of the pressure-recovery
values obtained in this investigation with the pressure-recovery results
obtained with the conical-nose inlets given in reference 1. The figure

shows that for a value of m. = 0.10 and 2 - 0.058, the results of

both cone configurations are in general agreement with the conical-nose-
inlet results. No strict comparison can be made between the scoop and
nose-inlet results because of the differences in geometry (fig. 11).
However, the failure of the scoop-inlet pressure recovery to increase
more rapidly than shown with decreasing Mach number between 1.6 and 1.3
is believed charascteristic of the operation of a scoop inlet of this
type. At a Mach number of 1.3 and at all velues of m, and h/d, for

which the tests were run, shadowgraph pictures showed a marked interaction
between the conical shock and the boundary layer in which The nose shock
was found to stand ahead of the cone apex.

CONCLUSIONS

A preliminary investigation has been conducted on a supersonic scoop
inlet derived from a conical-spike nose inlet at Mach numbers of 1.3,
1.6, and 1.9. Comparison of the pressure-recovery results of the scoop
inlet with results obtained for conical-splke nose inlets shows that
the pressure recoveries were in genersal agreement for the Mach number
range extending from 1.3 to 1.9. Results of the investigation show that

N
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removal of the boundary layer by means of a sweptback boundary-leyer
suction slot ghead of the inlet was found to increase the pressure
recovery. It was also found that simple elevation (without suction) of
the scoop inlet above the surface on which it was mounted increased the
Pressure recovery by roughly two-thirds of the increase obtained when
suction was applied to the same configuration. When the mass flow

through the suction slot was equal to 10 percent of the mass flow through -

the inlet with a slot height of 0.058 cowling-lip diaméter, pressure
recoveries for Mach numbers of 1.3, 1.6, and 1.9 were 0.93, 0.94%, and
0.89, respectively, for the 25° half-cone scoop inlet. For this condi-
tion, also, the pressure recovery was found.to be approximately constant
with vaerying inlet mass flows. .

Langley Aeronsutical Laboratory : —
Natlional Advisory Committee for Aeronautics
Langley Field, Va. ’
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Figure 1.~ Schematic drawing of the model mounted in the test-section floor.
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Figure 8.~ Shadowgraph pictures of the 25° half-cone inlet for meximum m,

snd minimim m/m, &t %: 0.058.
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